TORQUE WRENCH LOADER™
Assembly Manual
for ATWL250, ATWL750 and ATWL1000
CONTENTS

CONTENTS ........................................ 2
INTRODUCTION .................................. 3
   System Specifications .......................... 3
   System Components ............................ 4
ASSEMBLY INSTRUCTIONS ....................... 5
WARRANTY ......................................... 6
INTRODUCTION

DESCRIPTION

Thank you for purchasing the Auditor Torque Wrench Loader from AIMCO. You have chosen a unit that accommodates dial, click and torque limiting torque wrenches. Torque wrench loaders are mechanisms designed to allow a user to easily apply load to a torque wrench via a large hand lever handle. The handle is the input to a bearing supported crosshead that moves at a right angle to the main carriage. This reduces operator influence, side load and end load on the test article. The Auditor torque wrench loaders are designed and manufactured to provide many years of trouble free service.

SYSTEM SPECIFICATIONS

<table>
<thead>
<tr>
<th>Dimension</th>
<th>Width: 12&quot;, Height: 11&quot;, Length: 30 – 50&quot;, Weight approx. 50 Lbs.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Power Requirements</td>
<td>N/A</td>
</tr>
<tr>
<td>Operating Temperature Range</td>
<td>N/A</td>
</tr>
<tr>
<td>Data Communications</td>
<td>N/A</td>
</tr>
<tr>
<td>Accuracy</td>
<td>N/A</td>
</tr>
<tr>
<td>Range</td>
<td>5% to 100% of stated capacity</td>
</tr>
<tr>
<td>Display</td>
<td>N/A</td>
</tr>
<tr>
<td>Units</td>
<td>N/A</td>
</tr>
<tr>
<td>Filter</td>
<td>N/A</td>
</tr>
</tbody>
</table>
The torque wrench loaders are shipped with the pictured components. Main carriage with angle bracket for mounting transducer bench stand, cross slide for applying load to torque wrench handle, reaction post, torque wrench handle support, extension plate for small wrenches (top of picture to bottom left). Included in the shipment are bolts for assembling components and attaching transducer bench stand.

When unpacking, verify all components are included, if there are missing items please call our Customer Service department immediately, 1-800-852-1368.

There are two different size bolts; Qty 8 3/4" long by 3/8" diameter NC, 5/16" Allen socket cap screws and Qty 2 2-1/2 " long by 3/8" diameter NC, 5/16" Allen socket head cap screws.
ASSEMBLY INSTRUCTIONS

1: Install cross slide onto main carriage as pictured.

2: Install reaction post, and/or extension bracket and reaction post, to cross slide platform. Place torque wrench handle support on reaction post.

3: Attach transducer to angle bracket on main carriage. When inserting torque wrench into transducer, it is very important to adjust the wrench handle support so the torque wrench handle is level.
WARRANTY

NEW TOOL AND ACCESSORY WARRANTY
Any new tool or accessory branded with the AIMCO, Uryu, AcraDyne or Eagle Industries name, and purchased from AIMCO, or through one of its authorized distributors or agents, is warranted to the original buyer against defects in materials and workmanship for a period of one (1) year* from date of delivery. Under the terms of this warranty, AIMCO will repair or replace any product or accessory warranted hereunder and returned freight prepaid proving to AIMCO’s satisfaction to be defective as a result of workmanship or materials. In order to qualify for this warranty, written notice to AIMCO must be given immediately upon discovery of such defect, at which time AIMCO will issue an authorization to return the tool. The defective item must be promptly returned to an authorized AIMCO service center with all freight charges prepaid.

REPAIRED TOOL WARRANTY
Once a tool is beyond the new product warranty period as detailed above, AIMCO repairs are subject to the following warranty periods: pneumatic tools: 90 days*; electric tools and Acra-Feed: 90 days; battery tools: 30 days*; DC Electric tools: 90 days*

EXCLUSION FROM WARRANTY
This warranty is valid only on products purchased from AIMCO, or thru its authorized distributors or agents. AIMCO shall have no obligation pursuant to the AIMCO Warranty with respect to any tools or accessories which in AIMCO’s sole judgment have been altered, damaged, misused, abused, badly worn, lost or improperly maintained. This Warranty is null and void if the customer, or any other person other than an authorized representative of AIMCO, has made any attempt to service or modify the tool or accessory prior to its return to AIMCO under this Warranty.

The warranty provision with respect to each such product may be amended by AIMCO from time to time in its sole discretion. The liability of AIMCO hereunder shall be limited to replacing or repairing, at its option, any products which are returned freight prepaid to AIMCO and which AIMCO determines to be defective as described above or, at AIMCO’s option, refunding the purchase price of such products.

AIMCO reserves the right to make periodic changes in construction or tool design at any time. AIMCO specifically reserves the right to make these changes or updates in tools or parts previously distributed.

THE AIMCO WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED, AND AIMCO EXPRESSLY DISCLAIMS ANY WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. THIS WARRANTY SETS FORTH THE SOLE AND EXCLUSIVE REMEDY IN CONTRACT, TORT, STRICT LIABILITY, OR OTHERWISE.

THIS WARRANTY IS THE ONLY WARRANTY MADE BY AIMCO WITH RESPECT TO THE GOODS DELIVERED HEREUNDER, AND MAY BE MODIFIED OR AMENDED ONLY BY A WRITTEN INSTRUMENT SIGNED BY A DULY AUTHORIZED OFFICER OF AIMCO.

LIMITATION OF LIABILITY
AIMCO’S LIABILITY PURSUANT TO WARRANTY OF THE PRODUCTS COVERED HEREUNDER IS LIMITED TO REFUND OF THE PURCHASE PRICE. IN NO EVENT SHALL AIMCO BE LIABLE FOR COSTS OF PROCUREMENT OF SUBSTITUTE GOODS BY THE BUYER. IN NO EVENT SHALL AIMCO BE LIABLE FOR ANY SPECIAL, CONSEQUENTIAL, INCIDENTAL OR OTHER DAMAGES (INCLUDING WITHOUT LIMITATION, LOSS OF PROFIT) WHETHER FOR BREACH OR REPUDIATION OF CONTRACT, BREACH OF WARRANTY, NEGLIGENCE OR OTHERWISE. THIS EXCLUSION ALSO INCLUDES AND LIABILITY WHICH MAY ARISE OUT OF THIRD PARTY CLAIMS AGAINST BUYER. THE ESSENTIAL PURPOSE OF THIS PROVISION IS TO LIMIT THE POTENTIAL LIABILITY OF AIMCO ARISING OUT OF THE AGREEMENT AND/OR SALE.

Note: The AIMCO Warranty confers specific legal rights, however some states or jurisdictions may not allow certain exclusions or limitations within the warranty.

* All warranty periods addressed herein are determined using a standard shift, eight-hour work day.